Strathpeffer Pavilion Technical Specification

(Information updated: 11 March 2011)
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The construction is mainly wooden and dates from 1881.  The building has been transformed after considerable restoration and upgrade, which was completed in 2004, and is now renowned as Ross-shire's premier arts venue.
The Pavilion is in the centre of Strathpeffer which is four miles west of Dingwall and eighteen miles from Inverness on the A834.  The venue has a small adjacent car park.  Access can be gained from either side of the building.  Please liaise with venue staff regarding loading/unloading of large vehicles as there are restrictions.
Basic Specifications:

· The hall is 26.25m (86’) long and 12.25m (40’) wide 7m high (6.5m to lighting truss)
· It has a wooden roof/ceiling with an apex supported by wooden roof trusses.  It is not possible to fly/hang any other equipment or scenery from the ceiling without consultation with and permission from venue staff.
· The hall has high quality Yamaha/Meyer sound system capable of 98dB undistorted sound distributed evenly (+/-3dB) through the hall.  (See table for full list of available equipment).  
· There is a professional lighting system controlled by ETC lighting desks and a good complement of professional lanterns.  (See table for detail)
· There is a long skylight in the roof apex which can be easily blacked out by means of an electrically controlled blind. (See table for detail of other cloths and blackout blinds)
· There are a variety of power points and supplies from 63A YPN to 13A wall sockets
· There is an easily re-configurable portable stage system.  
· There is a projector and 4m x 3m motorized projection screen 

· There is one dressing room with shower and toilet on the ground floor.  Two more dressing areas with adjacent shower/toilet facilities are available on the first floor.
· The building is covered by free Hotspot wireless internet access

	Qty.
	Production Lighting Equipment 

	1
	ETC Congo Jr (excludes playback wing)

	1
	ETC Smartfade 12/48 lighting desk (used as submasters to Congo) 

	3
	ZERO 88 Betapack 3 – UK 15amp DMX hardwired to bars

	6 
	ETC IES Power Bar (PB4-1) 1500mm 4 x 1.25kW, 15A

	6
	SELECON Acclaim Fresnel 650w with barndoors

	12
	PAR64 (1K Par 62 lamps)

	24
	ETC Source 4 Junior profiles

	4
	Stairville mv250h spot moving heads (250 HID lamps)

	1
	Hazer FX 900

	2
	Lengths 10m Slick lightbeam lifted by

	4 
	CM Prostar 136kg hoists (240v) (NB max 100kg from any one point)

	4
	LEDJ64 Floorcans

	
	Houselights and Work lights

	10
	150w downlights (along centre of room)

	12 
	150w uplights (against the side walls)
All above from 12 dedicated dimmers controlled by desk in hall or stage store



	8
	Metal Halide flood work lights switched from stage store

	
	Hall Power supplies

	9
	13A power supplies around the hall at floor level to provide general power with adjacent twin data connections back to central patch

	2
	Pairs of double 13A sockets on the same phase as the floor general power, used for the main speaker power supplies 

	6
	32A power supplies at high level for the ETC power bars usually hung on the two lighting trusses 

	5
	63A TPN (three phase) power supplies for general and production power (these are strictly available by arrangement only) See plan for locations:

· Under stage right in floor
· Auditorium Left near the stage store access

· Auditorium Left next to the mix position 

· On the balcony centre front (rear of hall)

· In the stage store (can be used as broadcast supply and has hatch to outside for this use)

	1
	Distributor board step-down from 63A

Output – 2 x 32A (single phase)

               2 x 16A 

               2 x 13A

	
	Cloths and Blackouts

	1
	Large back cloth 10.2m wide (over 6m deep) suspended from upstage truss
Dark bottle green on one side – Black on the other



	2
	Soft 2m wide reversible (over 6m deep) 
Dark bottle green on one side – Black on the other

(suspended from wooded beams at either side of the stage to form a proscenium)

	10
	Small green blackout cloths suspended from side windows in hall

	2
	Large green cloths to cover large fan window at the end of hall

	1
	Motorized skylight blind blackout central skylight 

	
	Stage

	18
	Sections of alloy frame timber surfaced staging are available with a variety of stage heights achievable.  Stage height is usually 1m (The stage is usually laid out 8m wide and 4m deep at one end of the hall) Sections are 1m by 2m. 

	2
	Set wooden treads to access stage

	
	Sound

	1
	Yamaha LS9 16 Channel Mixing Console with:

Additional 8 channel mic preamp and 8 channel ADAT card

The above desk has effective 24 mic channels and additional stereo input for playback generally configured 4 mono and 1 stereo onboard graphic EQ’s, 3 onboard FX.

Desk handles all speaker management:

Main left right out

Sub out

Stage fill out

(for all the above via main stereo bus with on-board Graphic EQ for visiting operators use)

4 way monitor mix (inc 31band graphic per channel)

	1
	24 way audio multicore with 8 returns

	
	Speakers

	2
	Meyer UPJ -1P Active full range speaker (main left and right flown on FOH truss)

	2 
	Meyer UPM – 1P Active miniature full range speaker (stage fills at front of stage) 

	1 
	Meyer USW – 1P Active sub speaker (set under front of stage)

	6
	DB Technologies M10 – 2 PLUS Active full range monitors (these are very good little monitors but not be confused with d & b boxes)

	
	Microphones, DI’s and stands

	4
	Shure SM58 LC mics

	4
	Shure SM57 LC mics

	4
	AKG C451 mics

	12 
	K & M 3 part stand and 2 part boom mic stands

	2 
	EMO 520 single channel passive DI box

	4
	active DI box

	2
	Shure SLX 14/93 Bodypack Radio mic kit

	2
	SLX 24/Beta 87a Handheld radio mic kit

	20
	Various mic cables

	
	Paging etc

	1
	Ampetronic induction loop amplifier (stage store)

	1
	Calls system (the amps for this are in the stage store as well as the paging mic)

	4
	TC 600 radios 

	
	Instruments

	1
	Roland RD-700 GX keyboard with stand, stool and music stand


Contacts: Strathpeffer Pavilion, The Square, Strathpeffer, Ross-shire, IV14 9DL
Telephone:  01997 420124 Fax: 01997 421008  

Email:       enquiries@strathpefferpavilion.org

General Manager:       

Andrea Muir

Technical:               


Graham Muir 
Arts Officer:           


Tina Fewster 
Event Manager (Weddings):  
Mary Dawn Mohun 
Conference Coordinator:

Yvonne Potter
Marketing Officer/Website:        
Margaret Macdonald 
Accounts:             


Georgie Millar 

Caretaker:               


Brian Fraser 

SPA (Strathpeffer Pavilion Association) is a community-based association dedicated to revitalising the famous and historic Strathpeffer Pavilion. The Pavilion is owned
by Scottish Historic Buildings Trust (SHBT), which restored the building in 2003/2004. SPA is continuing to raise funds so that the Pavilion can be operated as a flexible multi-functional social, cultural and entertainment centre for the whole Highland community.

SPA is a company limited by guarantee with charitable status.
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